LARGE JOBS - GUIDE

Form A Round cardboard formwork up to 1.5m
diameter is made of multiple reinforced cardboard
plies bonded together with water resistant adhesive. |
Standard Form A Round has a coating on the inside |
to prevent concrete from sticking and fairfaced has
a non stick poly lining. Both should be left in place
for a minimum of 48 hours, this retards loss of
moisture and achieves excellent curing without
use of compounds etc.

BRACING

“~Form A Round requires
minimum bracing and is
easily plumbed. On dll
diameters wooden collars
are generally used at the
top and offen af the bottom

or a kicker can be poured in
a lined piece of the same
size form. It is important that
lift should not occur at the
bottom when pouring and
that nothing should get between the fair-face lining

and the tube. On diameters up to 300mm it is

prudent to brace with 3 or 4 vertical timbers but on
larger diameters no bracing is required up to 4m

and then it is best to make circular collars from _
heavy ply to brace and help plumb at half height or
about every 2-3 m.
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Note: Head Pressure in Formwork builds up at about
25 kN/m?® until a height of 7m and then gradually
tapers off.

Note: Take care not to cut or damage the rip cord
and to keep it taught.

Note: The fairface lining is only fixed at the top and
bottom and is not fixed to the form elsewhere, the
fixing tape at the ends should be replaced if broken
or cut so as to prevent dirt or water getting inside
the liner. As the concrete fills the form the liner is
ironed fo the form's surface and any trapped air
will be chased to the top and expelled.

POURING

Pouring should be done with a drop of less than 2
metres [nearer 1 metre] at a slow rate with a poker
vibrator working 0.5m below the pour level being
allowed time to expel trapped air, otherwise the
pour should be stopped every 0.5m to insert the
vibrator. The vibrator should not touch the sidewall.
Continuous pours have been successful up to and
above 12m.

STRIPPING

Stripping is recommended 48 to 72 hours after
pouring, as the cardboard will still be soft and
concrete will not have bonded to it. If a rip strip is
fitted, use as per instructions and if not then set @
circular power saw to just less than the thickness of
the form wall and make a vertical cut almost
through the wall and finish off with a sharp knife to
release the tension. The form can then be left in
place to protect the column.

Need further advice? Just call.
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Killarney Road, Bray, Co. Wicklow, Ireland
Tel: (01) 286 4010 Fax: (01) 286 4015

FORM A ROUND -—

SMALL JOBS

CONSTRUCTION GUIDE

FREE GUIDE

i

Your easy to

simple way

quick and

Porches

4







