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Unisto Straplock Seal F-7000

Technical Data 

Material 
Polystyrene (PS) 

Numbering 
Laser marked, same numbering on base & top of the 
seal 

Barcoding 
Code 2/5 interleaved, standard 7 digits + check digit 
(maximum 11 digits) 
on request code 39 or 128 

Customer name/logo 
Embossed and foil printed in one colour or flat laser 
marked 

Colour 
White 

Visual locking marks 
Red foil printed on top and base 

Packing 
Blister trays of 10 seals, packed in boxes of 1000 seals 
58.4 x 38.4 x 29.5 cm (0.075 m3 ), approx. 11.3 kg

Product Features and Benefits 

	 The F-7000 seal is adapted to seal pp strapping of 
	 6 to 12 mm width (0,5 mm maxi thickness) 

	 Clear alignment marks on base and top section; 
	 ensure the seal is locked securely 

	 Company name / logo provide clear identification 

	 Unique numbering on top and base sections prevents 
	 substitution of component parts 

	 Bar coding ensures fast and accurate data capture 

	 Blister packed for efficient sequential use of seals 
70

 m
m

8 mm

80 mm

Base

Top

Decoration‘s areas



ISO 9001, ISO 14001, certified © Unisto, 020415 www.unisto.com

Unisto Straplock Seal F-7115

Technical Data 

Material 
Polystyrene (PS) 

Numbering 
Laser marked, same numbering on base & top of the 
seal 

Barcoding 
Code 128, standard 8 digits (maximum 20 digits)
on request code 39 or 2/5 interleaved

Customer name/logo 
Embossed and foil printed in one colour or flat laser 
marked 

Colour 
White 

Visual locking marks 
Red foil printed on top and base 

Packing 
Blister trays of 10 seals, packed in boxes of 500 seals 
56.0 x 35.5 x 25.0 cm (0.050 m3), approx. 8.4 kg

Product Features and Benefits 

	 The F-7115 seal is adapted to seal pp strapping of 
	 12 to 19 mm width (0,7 mm maxi thickness, bigger 		
	 thickness on request)

	 The metal spike on the base guarantees easy 
	 penetration of the strap

	 Clear alignment marks on base and top section; 
	 ensure the seal is locked securely

	 Company name / logo provide clear identification

	 Unique numbering on top and base sections prevents 
	 substitution of component parts

	 Bar coding ensures fast and accurate data capture

	 Blister packed for efficient sequential use of seals
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Unisto Straplock locking tools

Unisto manual locking tool
Technical Data 

Materials
Polyamid and steel

Colours
Tool red and grey (Straplock F-7000)
Tool yellow and grey (Straplock F-7115)

Unisto electric locking tool
Product Features and Benefits

	 Key very easy to use and lightweight

	 Immediately operational

	 Focusing system on the seals

	 Small volume

Weight
95,5 g.

Packing 
Individual packing

Product Features and Benefits

	 Manual tool for locking Straplock F7000 and F7115

	 Ergonomic

	 Important autonomy

	 Battery charger supplied

	 Carrying case
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